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RaceGrade 

Introduction 

The ADL SPOT 10 and ADL SPOT 4.7 are both string potentiometers outputting a 0-5V 

analog signal. In both cases the string can be pulled 11” out. In the case of the 4.7” 

variant, the voltage starts at 0V and reaches 5V at 4.7”. The voltage rolls back to 0V 

after 4.7” and begins counting up again from 4.71” up to 9.4”. The ADL SPOT 10 starts 

at 0V and goes up to 5V at 10” extension.  

Specifications 

Measurement 4.7” or 10” 

Output 1035 mV/in (4.7”) or 440 mV/in (10”)  

Linearity ±1.0% or ±0.5% FS 

Repeatability ± 0.03% FS 

Weight 3 oz. (85g) 

Life 1,000,000 or 250,000 full stroke cycles 

Storage Temp -50 to 80 °C 

Operating Temp  -25 to 75 °C 

Operating Humidity 95% RH max, non-condensing 

Vibration 15G, 0.1 ms max 

Shock 50G, 0.1 ms max 

Ingress Protection NEMA 1, IP-40 

Wiring and Mounting Information 

 

 

 

 

 

 

 

 

 

 

Pin Wire Color Function 

1 Brown 0 Volt 

2 Green Signal 

3 Orange 5 Volt 


