
RaceGrade  Harness Request Form 

Please email completed form to sales@milspecwiring.com 

Company Name ___________________________________________________________________ 

Contact Name _____________________________________________________________________ 

Phone ___________________________________________________________________________ 

Email ____________________________________________________________________________ 

Project Name _____________________________________________________________________ 

 
• Non-Disclosure Agreement required? _______________ 
• Category: 

☐OEM 
☐Military 
☐Racing  
☐Garage project 
☐Other __________________________ 

• Platform: (motorcycle, buggy, airplane, go cart, streetcar, tank, non-vehicle) 
_________________________________ 

• Use 
☐Personal 
☐Internal production application 
☐Resell (installed or standalone packaging) 

• Private labeling 
☐Yes     ☐  No 

• Material 
☐Motorsport-grade harness 
☐Split tube covering  
☐Snakeskin/Fiberglass covering 
☐Other ___________________ 

• Environmental 
☐IP40: Solid >1mm, no water 
☐IP64: Dust tight, splashing water 
☐IP67: Dust tight, temporary immersion 

• Design 
☐Design needed 
☐New design 
☐Proven design 
☐Modified / updated proven 
☐Some parts selected, no firm design exists 

• Drawings and pinouts needed? ____________________ 
Format if existing ______________________ 
 



RaceGrade  Harness Request Form 

Please email completed form to sales@milspecwiring.com 

• Requires parts traceability 
☐No 
☐Prototype only 
☐Entire project 

• Quantity: 
☐One-off 
☐Small volume / Qty___________  | Delivery Schedule:_____________ 
☐Moderate volume / Qty___________ | Delivery Schedule:_____________ 
☐High volume / Qty___________ | Delivery Schedule:_____________ 

• Leadtime before harness is needed 
☐4-6 weeks 
☐1-3 months 
☐3-6 months 
☐6-12 months 
☐> 1 year 

• Budget ________________________ 
• Additional information or details: 
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